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May 27 2014 

SolarEdge Product Announcements:  
Feed-in Limitation and Electricity Meters    
 

 

Dear SolarEdge Customers, 

 
SolarEdge is happy to introduce its Feed-in Limitation feature for increased installation size and self-
consumption. This feature is part of the SolarEdge Smart Energy Management solution and addresses the 
rising need for PV systems that have fixed or zero feed-in requirements to the grid.  
To support this feature, an electricity meter measuring the site consumption should be installed and 
monitored. SolarEdge is offering two new products that address this requirement: a dedicated electricity 
meter and a meter interface cable for meters with an S0 interface. 
 
 
Feed-in Limitation 
In some countries local regulations limit the amount of PV power that can be fed-in to the grid or allow no 
feed-in whatsoever, while allowing the use of PV power for self-consumption. The Feed-in Limitation 
feature dynamically adjusts PV power production, allowing you to use more energy for self-consumption 
when loads are high, while maintaining the feed-in limit also when loads are low. System response time is 
fast, ensuring that even with rapid changes in load consumption and PV production the feed-in power does 
not exceed the limit. 
Feed-in limitation is integrated into the inverter firmware, from CPU version 2.7xx. Inverters with earlier 
versions can be upgraded. Contact SolarEdge support for upgrade files and instructions: 
support@solaredge.com.  
For more information about the Feed-in Limitation feature, click here. 
 
  

mailto:support@solaredge.com
http://www.solaredge.com/files/pdfs/products/se_feed_in_limitation_flyer.pdf
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Electricity Meter 
Installing an electricity meter allows accurate monitoring of the consumption, the self-consumption 
(consumption of PV power) or the site production through the SolarEdge monitoring portal. It is also 
necessary for feed-in limitation. 
The CCS WattNode meter connects to a SolarEdge device via RS485. It is available from SolarEdge under the 
following part number: SE-WNC-3Y-400-MB. 
When installing the meter, current transformers are required as well. Several models are available from 
SolarEdge, for different sizes of grid connection. 
All meter and current transformer specifications can be found in the Electricity Meter datasheet. 

 
 
 
 
 
 
 
 
 
 
S0 Meter Interface Cable 
Any meter with an S0 interface can be used for monitoring and feed-in limitation instead of the electricity 
meter sold by SolarEdge. The S0 meter interface cable is needed in order to connect it to the SolarEdge 
inverter. 
The cable is available from SolarEdge under the following part number: SE1000-S0IF01.  
For more information about the cable, click here. 
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